LACKHEED

==y

COJECP/TI KD,

J=-EWAZRUA~JBE NO.

JAC-VD201-0012-01

ORGK.NG.

64-30 3/14/88

'TEPARED DY

_EAHEY

{ECK

3IKULCIUS 64-30 3/14/88

IQJELT ENGR

>REENFIELD 64~-30 3/14/88

OOUCTION ENGR

ASON

f

" MISSILES & SPACE COMPANY

A GROUP DIYISIOGMN OF LOCKHEED AIRCRAFT CORPGRATIODH
SUNRYYALE, CALIFORNIA

DATED DMGE TITLE

BERTHING TARGET-FSS,CCTV

STRESS
DATE MATERIAL
DATE AFG PLANNING
DATE DESIGN CHANGE CONTROL

DATE

ADDED TWO STRIPES TO FSS CCTV BERTHING TARGET

DATE

DATE

DATE

DATE

SCRIFTION CF CHANGE

HJ:;Eéé
r___”.

8.00 -

o>

E’.aﬂ DIA

U ‘

16.00

ITMMITY W T5lE

| .60 DIA [2] @‘3'

D

S

_% X ~
i
| .20 DIA
10 —=
—-1 .20[ 2]
» 2 PLS
| +.00 ¥ppED

4.00 DIA @:}

!
"""+=

ENGLINEERING ORDER

ITi.
r
L,

- PRERELEASE NO,
AFTER RELEASE

I5 THE DRAVING NURBER AND RE¥ISION LETTER

DWG.TO BE CHANGED

YES D NO

| 4 PLS
19 ADDED
4 PLS
i 20 ADDED
7.00 —

B

oUG No.

4175650

SHEET ) of 7

REV LTR

-0

DCN [ ] EO

CHANGE EFFECTIVITY

¢
]
i

RECONXERDED DISPOSITION OF PARTS/HATLS

REVORK []

[:] UsE

SCRAP

PRODUCTION MNOTE:

* FOLLOWING PROCEDURE USED TO MODIFY STRIPING ON
ALL EXISTING FS5S CCTV BERTHING TARGETS.

AA CUT 2 STRIPS 2,00 X 0.20 OF LAC42-4437-1020
ALUMINIZED TEFLON TAPE.

AB CLEAN ALUMINIZED SIDE ¢NOT TEFLON SIDE) OF STRIFS
BY WIPING WITH MEK. |

AC  PRIME ALUMINIZED SURFACE (NOT TEFLON SURFACE)
WITH LACkO-4394 PRIMER, ALLOW PRIMER TO AIR

DRY. DRYING TIME IS FRCM 2 TO 8 HOURS AT
AMBIENT CONDITIONS.

AD  APPLY LACY4G-4452 SILICONE SEALANT TO DRY
PRIMED SURFACE. )

PLACE STRIPS TO ATOMIC OXYGEN COATED SURFACE.



